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Posebni dodatni pribor

DWZODXOAO : Stand.filter za uklan.neprij. mirisa rez
DWZ0DX0UO : Standardni set za recirkulaciju vazduha
DWZ0XX0JO : Long Life set za recirkulaciju vazduha
DWZ1DX116 : Clean Air set za recirkulaciju vazduha
DWZ1FX5C6 : CleanAirPlus spoljni set za rec. vazduha
DWZ1FX5D1 : Long Life spoljni set za rec.vazduha
DZZOXXO0PO : LonglLife filt.uklanj.neprijat.mirisa rez
DZZ1XX1B6 : CleanAirPlus filt.za neprijat.miris.rez
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Serie | 2, Zidni aspirator, 60 cm,
DWB66BC50

Box-Design apirator: ucinak i izgled koji se
podudara sa dizajnom kuhinje u jednom
aspiratoru.

« Nivo filtracije masnoce: filtrira preko 85% masnoce iz
kuhinjskog vazduha

» Osvetljenje: Energetski Stedljivo osvetljenje obezbeduje belo i
dobro osvetljenje za povrsinu ploce.

» Sa izduvnim kanalom, vazduh se cisti preko filtera za masnoce,
a zatim se odvodi u spoljasnju sredinu, $to osigurava optimalan
kvalitet vazduha u kuhinji.

Tehnicki podaci

Tipologija : Chimney
Certifikati : CE, Eurasian, VDE
Duzina priklju¢nog kabla (cm) : 130
Visina kamina (mm) : 583-912/583-1022
Visina aparata bez kamina (mm) : 53
en: Minimum distance above an electric hob : 550
en: Minimum distance above a gas hob : 650
Neto tezina (kg) : 11,182
Upravljanje : mehanic¢an
Broj stepeni brzina : 3
Max snaga odvodenja vazduha (m3/h) : 621
Max snaga recirkulacije vazduha (m3/h) : 367
Broj lampi (komad) : 2
Buka (dB) : 69
Pre¢nik cevi (mm) : 120/ 15C
Materijal filtera za masti : Washable aluminium
EAN kod : 4242005039586
Priklju¢na vrednost (W) : 220
Zastita (A) : 10
Voltaza (V) : 220-240
Frekvencija (Hz) : 50; 60
Tip uti¢nice : Gardy plug w/ earthing
Nacin montaze : Wall-mounted
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Serie | 2, Zidni aspirator, 60 cm, Dimenzije:
DWB66BC50 - Cev @ 150 mm, 120 mm

- Dimenzije - odvodenje vazduha (Vx5xG): 635-965 x 600 x 500
Box-Design apirator: ucinak i izgled koji se mm
podudara sa dizajnom kuhinje u jednom - Dimenzije - kruZenje vazduha (Vx$xG): 635-1075 x 600 x 500
aspiratoru. mm

- Dimenzije (Vx$xG): 703 x 600 x 500 mm (kruzenje vazduha sa
CleanAir modulom, namestenim na spoljni poklopac);
833-1163 x 600 x 500 mm (kruzenje vazduha sa CleanAir

Tip: modulom, namestenim na unutrasnji poklopac)
- Nerdajuci Celik aspirator - Dimenzije (Vx5xD): 703 x 600 x 500 mm (kruZenje vazduha
- 60 sa cleanAir modulom, namestenim na spoljni poklopac);

833-1163 x 600 x 500 mm (kruzenje vazduha sa cleanAir

- Nerdajuci Celik s -
modulom, namestenim na unutrasnji poklopac)

Protok: - Dimenzije aspiratora sa funkcijom recirkulacije sa modulom

Maks. k . dvodeni duha): 621 mé/h dard CleanAir (VxSxD):
aks. kapacitet (odvodenje vazduha): m“/h (po standardu 703 x 600 x 500 mm - montaza sa spoljnim kaminom

EN 61591) 833-1163 x 600 x 500 mm - montaza sa teleskopskim kaminom
- Dve mogucnosti delovanja: odvodenje vazduha ili kruzenje
vazduha (potrebno dokupiti komplet za recirkulaciju)

Okolina i bezbednost:

- Klasa energetske efikasnosti: B (na skali energetskih klasa od
A++ do E)

- Godis$nja potrosnja energije: 46.5 kWh/god
- Klasa efikasnosti protoka vazduha: A

- Klasa efikasnosti osvetljenja: A

- Klasa efikasnosti filtriranja masnoca: B

- Glasnost kod najviseg normalnog stepena (odvodenje
vazduha): 69 dB(A) re 1 pW [56 dB(A) re 20 pPa zv. pritisak]
(po EN 60704-3, EN 60704-2-13)

- Buka min./maks. normalni nivo: 48/69 dB

Dizajn:
- Osvetljenje ploce za kuvanje: 2 x 1,5 W LED osvetljenje
- Jacina osvetljenosti: 99 lux

- Temperatura boje: 3500

Komfor:

- Klasi¢ne tipke

- 3 stepena snage

- Dvokanalni ventilator velikih moguénosti

- Metalni filter za masnocdu, odgovarajucdi za ¢is¢enje u masini za
pranje sudova

Tehnicke informacije:
- Priklju¢na snaga: 220 W

- Duzina elektri¢nog kabla 1.3
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Serie | 2, Zidni aspirator, 60 cm,

DWB66BC50

* from upper edge
of pan support

min. 550/650
electric/gas*

measurements in mm

635-965 (1)
635-1075 (2)

; 500
(1) Exhaust air }
(2) Circulated air T
(3) Air outlet — slots for exhaust air
to be mounted facing down
measurements in mm

* from upper edge
of pan support

min. 550/650
electric/gas*

measurements in mm

20

~k.

If a back panel is used,
the design of the appliance

must be considersd. measurements in mm
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