Serie | 4, Masina za susenje vesa sa
toplothom pumpom, 7 kg
WTH83252BY

©

Energy
AutoDry A"‘::Ye':i’g‘n:m"

Posebni dodatni pribor

WMZ20600 : Korpa za vunu

WTZ1110 : Cev za drenazu kondenzata
WTZ11400 : Spojni deo sa fiokom na izvlaCenje
WTZ20410 : Spojni deo
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Masina za suSenje vesa za izuzetno efikasno
susenje: razred energetske efikasnosti A++.

« EasyClean filtar sa A++: veoma efikasno susenje. Jednostavno

¢iséenje zastitnog filtera za kondenzator.

« AutoDry: nezno susi vas ves$ do stepena suvoce koji Zelite.
» AntiVibration dizajn protiv vibracija: izuzetna stabilnost i
prijatno tih rad zahvaljujuéi specijalnoj zastiti od vibracija.

sredstvom (R290).

» LED displej sa jednostavnim upravljanjem na dodir i mnogim
dodatnim funkcijama kao $to su odgoda ukljucivanja i prikaz

preostalog vremena.

Tehnicki podaci

Ugraden / Samostalna :
Pomeriva radna ploca :
Otvaranje u :

Duzina priklju¢nog kabla (cm) :
Visina sa radnom plo¢om (mm) :
Dimenzije aparata (mm) :

Neto tezina (kg) :

Fluorovani gasovi sa efektom staklene baste :

Vrsta rashladnog sredstva :
Hermeticki zatvorena jedinica :
Quantity of fluorinated gases (kg) :
EAN kod :

Priklju¢na vrednost (W) :

Zastita (A) :

Voltaza (V) :

Frekvencija (Hz) :

Certifikati :

Capacity cotton (kg) - NEW (2010/30/EC) :
Energy efficiency class (2010/30/EC) :

Samostojeci

Ne

desno

145,0

842

842 x 598 x 599
45,410

No

R290

Da

0,120
4242005242399
625

10

220-240

50

CE, VDE

7,0

A++

en: Energy consumption electric dryer, full load - NEW (2010/30/

EC) : 1,68
Standard cotton programme time at full load (min) : 188
Energy consumption electric dryer, partial load - NEW (2010/30/
EC) (kWh) : 1,02
Standard cotton programme time at partial load (min) : 118
Weighted annual energy consumption, electric dryer - NEW

(2010/30/EC) (kWh) : 212,0
Weighted programme time (min) : 148
Average condensation efficiency full load (%) : 81
Average condensation efficiency partial load (%) : 81
Weighted condensation efficiency (%) : 81

4 2420057242399
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Serie | 4, Masina za susSenje vesa sa Komfor / bezbednost
toplotnom pumpom, 7 kg - EasyClean filter: jednostavno ¢id¢enje zastitnog filtera za
WTH83252BY kondenzator

- AutoDry tehnologija

Masina za suéenje vesa za izuzetno efikasno - Potpuno elektronsko upravljanje svih programa jednim

susenje: razred energetske efikasnosti A++. regulatorom

- LED-display za prikaz toka programa, pretpodes$avanje
vremena uklju¢enja do 24 h, prikaz preostalog vremena,
dodatnih funkcija

Snaga / potrosnja " . N . . o
- Sensitive Drying System: Galvaniziranj bubanj sa asimetri¢nim
- Ocena kapaciteta za standardni program za pamuk pri pretkama
maksimalnom punjenju: 7 kg e . . . - .
- AntiVibration Design: tisa i stabilnija masina
- Tip maSine za su$enje: kondenzacijska L
- Indikacija za pun rezervoar kondenzata
- Energetska klasa: A++ (na skali energetskih klasa od A+++ do o e
- Indikacija za ¢i$éenje filtera

D)
- . . . - Zaklju¢avanje opcija pred decom
- Potrosnja energije 212.0 kWh godi$nje, na 160 ciklusa ) Je opclap
su$enja za standardni program za pamuk pri maksimalnom - Ciklus protiv guzvanja nakon zavrsetka programa
i delimi¢nom punjenju i rezim smanjene potrosnje. Stvarna - Zvuéni signal na kraju programa
potro$nja energije po okretaju zavisi¢e od toga kako se aparat - Plasti¢na vrata. bela
koristi

- Udobno zaklju¢avanje
- Potrosnja energije kod standardnog programa za pamuk pri

maksimalnom punjenju 1.68 kWh i potrosnja energije kod
standardnog programa za pamuk pri punjenju do pola 1.02 - Metalna kvaka na vratima
kWh

- Otvaranje sa strane, udesno

. - o . Tehnicke informacije
- Ponderisana potro$nja energije isklju¢en / uklju¢en: 0.1 / 0.75
- Moguénost podugradnje
- Dimenzije (V x §): 84.2 x 59.8

- Dubina uredaja: 59.9

- Trajanje rezima uklju¢eno: 0 min

- Program pamuk koris¢en za maksimalno i delimi¢no punjenje
standardni je program za su$enje na koji se odnose podaci na

nalepnici i mikrofilmu. Ovaj program je pogodan za susenje - Dubina uredaja uklj. vrata: 65.2
normalno vlaznog pamucénog vesa i najefikasniji je program - Dubina uredaja sa otvorenim vratima: 107.5

- Vreme programa opterec¢enja standardnog program za pamuk - Tehnologija toplotne pumpe sa ekologkim sredstvom za
pri maksimalnom i delimi¢nom punjenju: 148 min hladenje R290

- Vreme za standardni program za pamuk pri maksimalnom
punjenju: 188 min; vreme za standardni program za pamuk pri
delimi¢nom punjenju: 118 min

- Klasa efikasnosti kondenzovanja B na skali od G (najniza
efikasnost) do A (najvisa efikasnost)

- Prosecna efikasnost kondenzovanja standardnog programa
za pamuk pri maksimalnom punjenju: 81; prosecna efikasnost
kondenzovanja standardnog programa za pamuk pri
delimi¢nom punjenju: 81

- Efikasnost kondenzovanja pri opterecenju kod standardnog
programa za pamuk pri maksimalnom i delimi¢nom punjenju:
81

- Jacina buke: 65 dB (A) re 1 pW

Programi

- Posebni programi: Vuna, Me$ano, Peskiri, Vremenski program
- toplo, Vremenski program - hladno, Sportswear, Super 40,
Bluze/kosulje, Fini ves

Funkcije

- TouchControl dugmad: Nezno, Jednostavno za peglanje,
Vreme sus$enja, Stepen susenja, 24 h Odlozeni start
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Serie | 4, Masina za susSenje vesa sa
toplotnom pumpom, 7 kg
WTH83252BY

measurements in mm

- 1075 »
- 652>

A [ Iy

842+15

- 599 »

Mere u milimetrima
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